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Tubi consigliati Recommended hose

Vapore
Steam

I raccordi della gamma Steam sono utilizzati principalmente per trasfe-
rire vapore saturo. La pressione di esercizio raccomandata è di 18 bar, 
mentre la massima temperatura consigliata è 210°C.
Sono applicati con i relativi morsetti stringitubo.

The ittings of the Steam range are mainly used to convey saturated 
steam. The recommended working pressure is 18 bar, while the maxi-
mum recommended temperature is 210°C.
They are applied with the hose clamps.

Materiali Materials

acciaio al carbonio - ghisa stampata (morsetti)
carbon steel - pressed iron (clamps)

Dimensioni Size

Da DN 13 mm a DN 50 mm 
from DN 13 mm to DN 50 mm

Filettatura Thread

NPT a norma ANSI/ASME B1.20.1
NPT according to ANSI/ASME B1.20.1

Manitoba
Tubo per vapore a 165°C

Victoria
Tubo per vapore a 210°C

Victoria EN ISO 6134
Tubo per vapore a 210 °C

Victoria Premium
Tubo per vapore a 210 °C

Vapofer
Tubo per vapore a 210°C

Victoria LL
Tubo per vapore a 210 °C

DN B

1/2” 13 mm

3/4” 19 mm

1” 25 mm

1”1/4 32 mm

1”1/2 38 mm

2” 50 mm

DN B

1/2” 13 mm

3/4” 19 mm

1” 25 mm

1”1/4 32 mm

1”1/2 38 mm

2” 50 mm

https://www.ivgspa.it/it/tubi-in-gomma/steam/manitoba.html
https://www.ivgspa.it/it/tubi-in-gomma/steam/victoria.html
https://www.ivgspa.it/it/tubi-in-gomma/steam/victoria-en-iso-6134.html
https://www.ivgspa.it/it/tubi-in-gomma/steam/victoria-premium.html
https://www.ivgspa.it/it/tubi-in-gomma/steam/vapofer.html
https://www.ivgspa.it/it/tubi-in-gomma/steam/victoria-ll.html
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Raccordo ilettato femmina NPT

Female itting NPT thread
Codice

Code
Materiale
Material

Diam. raccordo

ID coupling
NPT

 

3000484
acciaio al carbonio - carbon 

steel
1/2” 13 mm

3000485
acciaio al carbonio - carbon 

steel
3/4” 19 mm

3000486
acciaio al carbonio - carbon 

steel
1” 25 mm

3000487
acciaio al carbonio - carbon 

steel
1”1/4 32 mm

3000488
acciaio al carbonio - carbon 

steel
1”1/2 38 mm

3000489
acciaio al carbonio - carbon 

steel
2” 50 mm

Raccordo ilettato maschio NPT

Male itting NPT thread
Codice

Code
Materiale
Material

Diam. raccordo

ID coupling
NPT

 

3000490
acciaio al carbonio - carbon 

steel
1/2” 13 mm

3000491
acciaio al carbonio - carbon 

steel
3/4” 19 mm

3000492
acciaio al carbonio - carbon 

steel
1” 25 mm

3000493
acciaio al carbonio - carbon 

steel
1”1/4 32 mm

3000494
acciaio al carbonio - carbon 

steel
1”1/2 38 mm

3000495
acciaio al carbonio - carbon 

steel
2” 50 mm

Morsetti

Clamps

Codice

Code
Materiale
Material

Diam. raccordo

ID coupling
B

 

3000496
ghisa stampata - pressed 

iron
13 mm 24-27 mm

3000497
ghisa stampata - pressed 

iron
19 mm 30-33 mm

3000498
ghisa stampata - pressed 

iron
25 mm

33,5-40 

mm

3000499
ghisa stampata - pressed 

iron
32 mm

45,5-53 

mm

3000500
ghisa stampata - pressed 

iron
38 mm 51-56 mm

3000501
ghisa stampata - pressed 

iron
51 mm

63,5-70 

mm

3000502
ghisa stampata - pressed 

iron
63 mm 78-89 mm

3000503
ghisa stampata - pressed 

iron
75 mm 89-95 mm

3000504
ghisa stampata - pressed 

iron
100 mm

117,5-127 

mm

IVG Colbachini is not liable for the use that difers from what is conirmed in their catalogues, product sheets, ofers, order conirmations and contained recommendations. With the aim to improve the 
product, IVG reserves the right to modify the hose speciications without giving any prior notice. The operating pressure of each assembly is closely related to the technical characteristics of the hose 
and the coupling, to the temperature and conditions of use. All quotes reported are subject to tolerance.


