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code inside diameter outside diameter burst pressure weight nominal bending radius length max

mm inch mm inch bar psi kg/m lbs/ft mm inch m ft
1440764 20 25/32 29 1,14 2,5 38 0,51 0,34 80 3,2 120 400
1439030 25 1 34 1,34 2,5 38 0,63 0,42 100 3,9 120 400
1439049 30 1-3/16 39 1,54 2,5 38 0,73 0,49 120 4,7 120 400
1442368 32 1-1/4 41 1,62 2,5 38 0,77 0,52 130 5,1 120 400
1439057 35 1-3/8 44 1,73 2,5 38 0,83 0,56 140 5,5 120 400
1449478 38 1-1/2 47 1,85 2,5 38 0,89 0,60 150 5,9 120 400
1439065 40 1-37/64 50 1,97 2,5 38 1,01 0,68 160 6,3 120 400
1439073 45 1-49/64 55 2,17 2,5 38 1,15 0,77 170 6,7 120 400
1439081 51 2 61 2,40 2,5 38 1,29 0,87 180 7,1 120 400
1458647 55 2-11/64 65 2,56 2,5 38 1,38 0,93 190 7,5 120 400
1439090 60 2-3/8 70 2,76 2,5 38 1,49 1,00 190 7,5 120 400
1439316 65 2-9/16 75 2,96 2,5 38 1,61 1,08 210 8,3 120 400
1440500 75 2-61/64 85 3,35 2,5 38 1,84 1,24 250 9,9 120 400
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Marine wet exhaust gas hose
Standards: ISO 13363:16 type 2B. SAE J 2006:13 type R2. RINA and 
Lloyd’s approved.
Application: hardwall smooth rubber hose, flexible and lightweight for 
gas exhaust mixed with water used in pleasure boats of up to 24 m 
length.
Temperature: -30°C (22°F) to +100°C (+212°F).
Construction
Tube: black, smooth, synthetic rubber compound, gas exhaust resis-
tant.
Reinforcement: high strength synthetic cord plus embedded helix 
wire.
Cover: black, smooth (wrapped finish), synthetic rubber compound; 
weather and abrasion resistant.
Branding: red spiral stripe: IVG BOAT AMALFI LL MARINE WET 
EXHAUST B.P. 2,5 bar 37,5 psi -30°C+100°C -22°F+212°F RINA N° 
DIP437423CS/002 ISO 13363:16 2B LLOYD’S LR2003044TA SAE J 
2006:13 R2 I.D. M/Y.
Also available upon request: 1. Different diameters.

 RU
Рукав для отвода выхлопных 
газов, смешанных с морской 
водой
Нормативы: ISO 13363:16 tipo 1B. SAE J 2006:13 кат. R1. 
Рукав сертифицирован в морском регистре  RINA и Lloyd’s.
Применение: гибкий, лёгкий напорно-всасывающий рукав 
для отвода выхлопных газов, смешанных с морской водой, 
предназначен для прогулочных катеров длиной до 24 метров.
Температура: от -30° до +100° C. 
Конструкция
Внутренний слой: чёрный, гладкий из синтетического каучука, 
устойчивый к выхлопным газам.
Усиление: высокопрочный синтетический корд, встроенная 
стальная спираль.
Покрытие: чёрное, гладкое (с отпечатком текстильного 
бандажа), из синтетического  каучука, устойчивое к атмосферным 
воздействиям и истиранию.
Маркировка: красная маркировочная лента IVG BOAT AMAL-
FI LL MARINE WET EXHAUST B.P. 2,5 bar 37,5 psi -30°C+100°C 
-22°F+212°F RINA DIP437423CS/002 ISO 13363:16 2B LLOYD’S 
LR2003044TA SAE J 2006:13 R2 I.D. M/Y
В наличии по запросу: 1.Другие диаметры.

Above technical data are referring to applications at room temperature (+20°C).
IVG Colbachini is not liable for the use that differs from what is confirmed in their catalogues, product sheets, offers, order confirmations and contained recommendations. For a correct use refer to 
“Recommendations for the selection, storage, use and maintenance of rubber hoses” by Assogomma, available on www.ivgspa.it.
With the aim to improve the product, IVG reserves the right to modify the hose specifications without giving any prior notice.


